UNIVERSAL COMPOSITE RAILING GATE FRAME KIT

Gate Frame Kit Available in:
Black Frame Kit White Frame Kit

Gate Kit Includes:

Powder Coated Aluminum side rails
Black Hinges

Black Latch

Adjustable Cross Brace

Misc. Hardware

Designed for 36" High Railing Up to 48” wide gate
Gate Kits for 42” & 48" High Railing - LIMITED AVAILABILITY

Composite Rails that will work with the Universal Gate Frame:

¢+ Certainteed Panorama ¢ Fiberon Natural ¢+ RDI Transform Express
+ Choicedek ¢+ Fiberon Symmetry* ¢+ Rhino Armadillo ¢+ Trex Select
+ FairwayFX-2 *{special parts and instructions + Rhino Railing ¢+ Trex Transcend
+ Duralife Railways e + Sentry + Tital ProRail
. + GeoDeck
¢+ Deckorators CXT Railing ) ¢+ Tamko Marquee ¢+ Tuscan
. + Latitudes Luster )

+ Eon Traditional ) ¢+ Tamko Tam-Rail ¢+ Veranda

) ) + Medallion )
+ Fiberon Goodlife ] ) ¢+ TimberTech

. i + Moistureshield ) To order call Bugh, Inc.
¢+ Fiberon Horizon Radiance

888-752-8783

VINYL RAILING APPLICATION: Most Vinyl Raifing 3.5” wide or smaller wiif afso work Hsuallyshipswithinz husinessidays:

with the Universal Gate Frame Kit, but you wilf need to remove the metal brackets off We accept VISA, MasterCard
the kit side rails and use the wall mounts that work with your specific Vinyl Railing. Discover or Ame’rican Expres,s
1 Universal Gate Frame Kit (36" high).......c..c..000....5260.00 www.bughinc.com
1 Universal Gate Frame Kit (42” high)........ceee0000..5295.00

1 Universal Gate Frame Kit (48" high) SPECIAL ORDER..$350.00 e Ll

Plus Shipping  (Free Shipping if purchasing a 4-pack)

.. Revised 5-8-15
Dealers call for pricing

Bugh, Inc. - 8933 Cleveland Ave. NW, North Canton, OH 44720 - 888-752-8783 - Fax 330-305-0981



UNIVERSAL COMPOSITE GATE FRAME INSTRUCTIONS

This gate frame kit is designed to work with most composite railing brands. It can accommodate a maximum gate width
of 48”. Railing & balusters are not included with kit.

Tools needed to assemble gate:

° Power drill e  Tape measure
e Assorted metal cutting drill bits up to 4" e  Saw to cut your composite rails.
e Phillips screw driver bit for power drill

Kit includes:

A. 2 - Aluminum side rails

B. 2 -—Bottom support angles

C. 2-—4" Black gate hinges

D. 1-Gatelatch

E. 2 Piece gate cross brace

F. 8-3/16" x 1” Self-drilling flat head screw to mount hinges to side rails (black)

G. 6-%"x1" Self-drilling pan head screws to mount bottom support angles and aluminum cross brace to side

rails (frame color)

10 —3/16” x 2”Flat head screws to mount hinges to hinge post (black)

2 —3/16” x 1” Self-drilling pan head screws to mount latch stop to side rail (black)
2 — %" x %" Bolts with nuts for cross brace (frame color)

~ - - T

6 — %" x 1” Pan head screws to mount composite rails to top and bottom support angles (frame color)
Not included in Kit:
L. Composite Rails & Balusters

GATE ASSEMBLY:

Cut top and bottom composite rails 5” smaller than opening between gate post. If hinge and latch are used other than
furnished this measurement may change. Be sure baluster layout is the same top and bottom. No baluster closer than
1’1/2” to end of rail.

Install balusters in top and bottom rail. Some rail designs may require top and bottom rail to be temporarily clamped or
strapped together. Slide aluminum side rail into rail section with top support angle in proper location under top rail.
Hold bottom rail support angles in location under bottom rails and mark holes to be drilled in aluminum side rails. Lay
side rails on flat surface, drill and attach bottom support angles. Drill 3/16” holes and attach with %4” x 1”self-drilling pan
head screws. (NOTE: Some rail systems may require a different support angle location. Top support angles may be
removed and relocated if needed.) Be sure support angles are tight to bottom of bottom rail and bottom of top rail.

Once support angles are anchored to aluminum side rails they are to be attached to top and bottom rails with (6) %4” x 1”
pan head screws as shown. Be sure composite rails are tight to aluminum side rails. Follow your composite rail
manufacturer’s instructions for attaching combination rails together. If longer screws are furnished by manufacture for
combination rail, they may be used for attaching rails to support angles. Some 2-piece rail systems may require cutting
bottom part of rail short of support angle and support angle screws.
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UNIVERSAL COMPOSITE GATE FRAME INSTRUCTIONS

to be installed from top of hinge side down to bottom of latch side. Lay 2 piece cross brace at angle 1” below hinge to 2”
off bottom of latch side and mark (2) holes to be drilled to bolt two straps together (as shown on drawing). Lay on flat
surface, drill (2) %” holes. Lay back on frame and drill (2) 3/16” hole in side rails and attach with (2) %" x 1” self-drilling
screws.

Gate should always swing on to floor, not over steps or ramp. Attach hinges as shown on drawing to aluminum side rails
using (8) 3/16” x 1” flat head screws (Predrill 1/8” hole). Hang gate on hinge post using 2” black screws (included).
Attach gate latch stop to side frame as shown using (2) 3/16” x 1” self-drilling black screws (predrill 1/8” hole). Attach
latch to latch post.

SOME EXAMPLES OF COMPOSITE RAILS ATTACHED TO ANGLE SUPPORT

®
®

FIBERON SYMMETRY
Needs special instructions

e e DURALIFE RAILWAYS

TREX TRANSCEND CERTAINTEED PANORAMA
Top Universal Rail to cut short of angle
support. Bottom Rail must attach
cut for angle support angle support on top or top support
angle can be lowered and support
angles can be attached at bottom of
top and bottom rail.

Baluster space to be

NOTE: Latitudes Luster rail has rail brackets that should be used on side rails in place of support angles.
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Maximum 48 Inches
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UNIVERSAL COMPOSITE GATE FRAME INSTRUCTIONS

Two cautions to be taken to prevent a saging gate

When hinge post is not supported by a parallel rail,extra
@ caution must be taken to sturdy the post to support the weight
of the gate.

When attaching the aluminum side rail to the top and bottom rails,
@ besure the rails are square and tight to the side rails. Any gap will
allow the gate to sage.
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